
Pre-wash Alkaline - Prelavado Alcalino

Standards Directions for use

Storage

Product speci�cations

Product description

pH:

Foaming:

Packaging:

This product is specially designed for 
prewash of all types of dirt. Its high descaling 
power and excellent foaming ensure a 
optimal quality for vehicle washing. 

Product designed for: 

In high-pressure jet wash centres, 
the product is applied by a dosing 
pump. For hard water (400ppm), 
dosing around 25 mL/min is recommended, 
trying to maintain the 
percentage of the pump between 25-30%. 
For puri�ed water, the chemical �ow can be reduced 
 slightly by about 
22 mL/min 

A dosing pump is used to apply the product 
in rollovers and tunnels. 
For hard water (400ppm), 
dosage about 25 mL/min is recommended, 
trying to keep the percentage of the 
pump between 25-30%. For puri�ed water, 
the chemical �ow can be reduced slightly by 
about 22 mL/min 

For commercial vehicles we recommend 
working with concentrations close to 
3% but up to a maximum of 6% for 
stubborn dirt. Let it work 
for up to 3 minutes before 
rinsing with high pressure or using 
brushes with water. It is important never to let the 
chemical dry on the 
bodywork, never to spray it on very 
hot or matte surfaces without moistening them �rst, and 
make sure the vehicle is not exposed to sunlight during 
application.

Keep tightly closed, avoiding exposure to UV rays and 
extreme temperatures.
For more information, we recommend reading the safety 
sheet.
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Colour:

Speci�c weight: 1.105-1.125
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