
Pre-wash Acid Inorganic

Directions for useStandards

Product specifications

1  

	o Specific weight:

	o Colour:

	o pH (1%):
2 3  4  5 6 7 8 9 10 11  12 13  14  

1.16

1000 L 200 L 25 L 10 L 5 L Flask Doy Pack

	o Packaging:

Powerful acidic degreaser; it easily removes cement or 
concrete-type inorganic dirt. Its formulation includes 
corrosion inhibitors and wetting agents that boost the 
penetration of the product into the cement.

Keep tightly closed, avoiding exposure to UV rays and 
extreme temperatures.
For more information, we recommend referring to the 
safety sheet.

Product description

Storage

Apply at  25 - 30 % in water depending on the thickness 
of the cement or concrete layer. Wet a long-handled brush 
and scrub the surface to be cleaned, then let the product 
work in for 3 or 5 minutes before rinsing with plenty of 
water using a hose or a high-pressure cleaning machine. 
Repeat procedure if necessary until the surface is perfectly 
clean. Do not spray product on iron equipment. When using 
the product on stainless steel, dilute to 10%, then spray 
and allow to work into the surface for 30 seconds before 
rinsing with plenty of water. To clean screens, dilute the 
product to 10% and let it work for 30 seconds before rinsing 
with plenty of water.
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